
EPYTROSNES RERUTCAFUNAM MOTTOB ELOHBCP
)ni(mmEZIS

LLEHSNIT
STCATNOCNIT

LLEHSNIT
STCATNOCDLOG

LLEHSDLOG
STCATNOCDLOG

cixotD

noibmaC desolC )550.0(04.1 00-40-10-3073-054 00-60-10-3073-054 00-30-10-3073-054

xaM-lliM desolC )750.0(44.1 0-01-48-03-08-51-0-7660 0-01-72-03-08-51-0-7660 0-01-72-03-51-51-0-7660

ocyTpmA desolC )250.0(23.1 7-2640505 8-2640505 6-26405

srotsillepD

noibmaC desolC )670.0(39.1 00-40-10-8173-054 00-60-10-8173-054 00-30-10-8173-054

xaM-lliM desolC )670.0(39.1 0-01-08-60-08-51-0-4920 0-01-72-60-08-51-0-4920 0-01-72-60-51-51-0-4920

xaM-lliM nepO )760.0(07.1
tifsserpxeh 0-01-08-60-08-51-0-3929 0-01-72-60-08-51-0-3929 0-01-72-60-51-51-0-3929

ocyTpmA desolC )260.(75.1 6-4680505 1-4680505 46805

niwraH desolC 69.1/19.1
)delrunk( 64-1058H 10-1058H 50-1058H

niwraH desolC 69.1/19.1
)770./570.( 64-4058H 10-4058H 50-4058H

seiresGdnaC,A

noibmaC desolC )201.(95.2 00-40-10-6233-054 00-60-10-6233-054 00-30-10-6233-054

xaM-lliM desolC )1.0(45.2 0-01-08-31-08-51-0-4630 0-01-72-31-08-51-0-4630 0-01-72-31-51-51-0-4630

ocyTpmA desolC )201.(95.2 elbaliavaton elbaliavaton 2-17805-2

seireSB

noibmaC desolC )670.(39.1 00-40-10-4073-054 00-60-10-4073-054 00-30-10-4073-054

xaM-lliM nepO )290.(53.2 0-01-08-81-08-81-0-8266 0-01-72-81-08-81-0-8266 0-01-72-81-51-81-0-8266

xaM-lliM desolC )570.(19.1 0-01-08-43-08-51-0-7230 0-01-72-43-08-51-0-7230 0-01-72-43-51-51-0-7230

ocyTpmA desolC )170.(08.1 8-5680505 5-5680505 56805

All sockets are EU RoHS/ELV compliant.

‘D’ Toxic sensors: An alternative is a single 4-way in-line
socket, but as these sockets are designed for square pins,
they may not provide the best contact. The sensor will also
be spaced off the PCB by the thickness of the socket and
will therefore need to be mechanically supported.

Harwin sockets are longer than required and engagement
is minimal.

Tyco A sockets are longer than required but engage
adequately.

NDIR pins are 1.57 mm diameter, not 1.50 mm.  This is the
top limit of the A series sockets and insertion/ extraction
force must be tested. The Mil-Max socket allows up to 1.625
mm diameter.

Alphasense Ltd, Sensor Technology House, 300 Avenue West, Skyline 120, Great Notley. CM77 7AA, UK
Telephone: +44 (0) 1376 556 700     Fax: +44 (0) 1376 335 899     E-mail: sensors@alphasense.com     Website: www.alphasense.com

PCB SocPCB SocPCB SocPCB SocPCB Sockkkkkets fets fets fets fets for A,Bor A,Bor A,Bor A,Bor A,B,C,C,C,C,C,D and G Series sensor,D and G Series sensor,D and G Series sensor,D and G Series sensor,D and G Series sensorsssss
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SEIRES )mm(RETEMAIDNIP )mm(HTGNELNIP )mm(GNICAPSNIP

cixotD 46.0 0.4 )"1.0(45.2

rotsillepD 08.0 0.4 0.5x0.3

2/1G-2OdnaseiresA 05.1 3.4 steehsatadeeS

cixotB 00.1 8.3 steehsatadeeS

RIDN 75.1 2.4 teehsatadeeS

Cambion: http://www.cambion.co.uk/Main/solder1.htm
Mill-Max: http://www.mill-max.com/pin_rec_catalog/search_results.cfm?pin_or_rec=rec&part_description=Receptacle%20with%20no%20Tail
Harwin: http://www.harwin.co.uk/
AmpTyco: http://catalog.tycoelectronics.com/TE/bin/TE.Connect?C=114&P=&M=LIST&BML=10576,16358,17560,17578&LG=1&I=13&G=G

This is not an exhaustive list and is for information and reference purposes only
Specifications and availability are subject to change and are outwith  Alphasense’s control.

Please contact the appropriate supplier for current details.

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL:szss20@163.com
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